
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Information Technology Solutions 

The 2310 Line Termination Unit (LTU) provides the required impedance path to ground for locator tones above 

250 Hz while ensuring proper termination of the cable sheath for operation of cable sheath monitoring systems. 

The LTU also incorporates hybrid high voltage protection circuitry that provides a path to ground for high 

voltage transient surges. The Fixed Current model is used on cables with up to 20 terminations ensuring the 

tone reaches all terminations with equal signal strength. Fixed impedance LTU are also available for long cable 

runs with few terminations ensuring maximum signal strength reaches the terminations. 
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Features 

Provides required termination impedance 
for cable locate tones 

Provides high transient voltage surge 
protection 

Provides high impedance required for 
monitoring termination points 
 
Environmentally sealed for use in 
demanding below or above grade 
conditions 

 

 Rated for indoor/outside plant installations 

Standard 10 gauge solid copper leads 

UV resistant packaging 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 

I T E M  Q U A N T I T Y / S P E C I F I C A T I O N  N O T E S  

Protection   

AC Voltage Rating 

(Continuous) 

150 VAC 60 Hz @ 25C  

DC Breakdown Voltage 335 – 505v @ 100 v/sec  

Impulse Breakdown 1000v at 1000 v/µsec  

Impulse Current Rating 40,000 A 

20,000 A 

1,000 A 

8/20µs, > 1 operation 

8/20µs, > 10 operations 

10/1000µs, > 400 operations 

   

Physical   

Dimensions 6.1” x 1.9” x 1.9” 
(15.7 cm x 4.9 cm x 4.9 cm) 

 

Weight 1.5 lbs 
(.68 kg) 

 

Environmental   

Operating Temperature 
Range 

-50°C to +85°C 

-58°F to +185°F 

 

Model Number(s) 2316 0K 

2316 FC 

2306 FC 

2310 FC 

Long Haul, Above Grade 

Branch Line, Above Grade 

Branch Line, Above/Below 
Grade, #6 AWG lead 

Branch Line, Above/Below 
Grade, #10 AWG lead 

   
   

PROVIDES REQUIRED 
TERMINATION 
IMPEDANCE FOR CABLE  
LOCATE TONES 
 
 
PROVIDES HIGH 
TRANS IENT VOLTAGE 
SURGE PROTECTION 
 
 
PROVIDES HIGH 
IMPEDANCE RE QUIRED 
FOR MONITO RI NG 
TERMINATION POINTS 
 
 
ENV IRONMENTALLY 
SEALED FOR USE IN 
DEMANDING BELOW OR 
ABOVE GRADE 
CONDITIONS  
 
 

RATED FOR 
INDOOR/OUTSIDE P LANT 
INSTALLATIONS 
 
 
STANDARD 10 GAUGE 
SOLID COP PER LEADS 
 
 
UV  RESISTANT 
PACKAGING 
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SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE 

For more information on any 

of our products or services, 

please visit us on the web at: 

www.norscan.com 
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